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Purpose per NFPA 1962, 2018 Edition 
o Safely pressurize the hose, inspect, and drain during the testing process from

the operator’s console.

o Safely identify bad hose and couplings.

o Test both new and old hose.

o Accurate hose records can be recognized and maintained.

Benefits of the Hose Testing Trailer 
o Test up to 3,000 feet of fire hose in 45 minutes or less.

o Simultaneously test different hoses at different pressure settings.

o Schedule hose testing on your own time.

o Save the cost of hiring a vendor to test.

o Improve your ISO rating.

o Standardize and document hose testing.

o Enjoy minimal maintenance.

o Easily transport.

o Safely and easily operate with just one person.

o Take advantage of mobility to test anywhere.

o Test continuously without delays.
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Hose Testing Trailer Specifications 
o Dual-axle, all-aluminum construction

o Solid aluminum deck at least 6’ wide and 16’ long

o Four stabilization jacks (two on each side of trailer) plus one main tongue jack (at
front of trailer)

o Two lockable compartments—one on each side of front end:

o Made of heavy-duty diamond plate aluminum

o 30” wide by 27.25” deep by 44” high

o Door opening 24.75” wide by 39.5” high

o Hose test pump capable of delivering a minimum of 10 GPM at 600 PSI,
powered by a Honda 5.5 HP (163 cc) gasoline engine

o Large, heavy-duty stainless-steel manifold designed to safely test fire hoses up
to 6” in diameter

o 2.5-inch swivel inlet with quarter-turn stainless steel ball valve

o Ten outlets independently controlled with quarter-turn stainless steel ball
valves, each with a 0 – 600 PSI gauge

o One 1.5” male NST cap with quarter-turn bleeder valve

o One 2.5” male NST cap with quarter-turn bleeder valve

o One 5” Storz cap with quarter-turn bleeder valve

o Safety rail system made of custom round-edge square aluminum tube

o Two entry points—one on each side

o Operating station with all discharge gauges

o Accessories included:

o Mounted spare tire with cover
o One 50’ section of 3” hose with 2.5” couplings for connecting pump

system to hydrant for fast fill of manifold

o Two spanner wrenches and one hydrant wrench with holder

o One heavy-duty rubber mallet
o One set of Storz wrenches

o One two-tiered hose rack
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